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| . DESIGN NOTES:
All sleeping rooms to have an exterior door or eqress window
w/max. 44" sill ht. 5.7 sq.ft. min. openable area. W/24" ret .1 4. Permanent vaccum breakers shall be ncluded w/ all new
clear openable height and 20" net clear openable width. hose bibbs.
. Fireplaces w/gas log lighters are required to have the flue L L
dam;er permgnent\ff\x@ed n the OF; Foﬁt\Oﬂ and ﬁrep\aces .15, Provide ultra low flush toilets. st &' 3'.gl &'-2' &'-2\ r-&'% |'-& " A -5 o 3'.g! &' -
.1 6. Attic/underfloor ventilation must comply with section 1 203.2
w/ LPG log highters are to have no pit or sump configurations. of the 2007 CBC
Per CMC sec. 304.7. :
. For drywall application, provide 5/8" type X gyp. brd. floor to MA IN FhOOE PhAN
roof sheathing at walls and celling located between garage &
living area and under stairs where storage occurs. Provide SCALE: 1/4"s1'-0"
Waterproof Gyp. brd. at all tubs and showers.
. All new glazing (fenestrations) will be installed with a certifying
label attached, showing the "U" value. 8o 21'-"
. All windows and sliding glass doors to be dual glazed unless
otherwise noted. |4, GARAGE NOTES: I PRI o PRNPAT
- Allwindows to fiave a min. ‘U value. 4.1. GARAGE REQUIRES ONE-HOUR OCCUPANCY SEPARATION FROM THE REST OF
- All chimneys to have approved spark arrresters per 2007 THE BUILDING ON THE GARAGE SIDE. USE 5/8" GYPSUM BOARD FROM
CBC sec. 2802. FLOOR TO ROOF SHEATHING. (C.B.C. SEC. 406.1.4).
. All weather exposed surfaces shall have a weather resistant 4.2, DOORS MAY NOT SWING INTO GARAGE WHEN THERE 15 MORE
barrier to protect the interior wall covering and all exterior THAN |/2" DROP FROM THE HOUSE (C.B.C. SEC. 1008.1.6).
openings shall be flashed in such 2 manner as to make them 4.3. DOOR BETWEEN GARAGE AND DWELLING TO BE SELF-CLOSING TIGHT-FITTING
weatherproof per 2007 CBC sec. 1405.2 AND EITHER | 3/8" THICK WOOD OR 20 MINUTE FIRE PROTECTION RATED
For all handralls use 42" high protective railling with 4" (C.B.C. SEC. 406.1.4).
openings per 2007 CBC sec. 1013.2 and 1013.3. 4.4. ALL ELEMENTS SUPPORTING WALL ABOVE GARAGE MUST HAVE ONE-FOUR
10. All deck arezs to slope 1/4:12 for water dramage purposes. OCCUPANCY SEPARATION FIRE RESISTIVE PROTECTION “ON THE GARAGE SIDE > ~
.11 Paper faced nsulation 1s not permitted i attics or other 4.5. CEILING ASSEMBLIES WITH FRAMING GREATER THAN | €%0.C. ARE REQUIRED |
ventilated spaces. TO HAVE 2 LAYERS OF 5/8" TYPE 'X' GYPSUM BOARD OR | LAYER 5/8" TYPE X
GYPSUM BOARD ON R.C. CHANNEL AT | 6"0.C. PERPEND. TO THE FRAMING
PER C.B.C. SEC. 406.1.4 AND 71 | 4.
| 2. PLUMBING NOTES: l 4.6. FOR DRYWALL APFLICATION USE 5/8" GYP. BOARD TYPE ' AT ALL WALLS
AND CEILING, AND WATERPROOF GYP. BOARD AT ALL TUBS AND SHOWERS.
New water closets shall use no more than |.6 gallons per flush
# shall meet performance standards established by the
american national standards institute standards Al'1.19.2 H & S AT I
CPC sec. 402.1. All existing water closets to comply. &RgEOM
Water heaters require a mimmum of 2 straps, one at top 1/3 BELOW
§ bottom 1/3 of the tank, to resist horizontal displacement
using a minimum of 3/4" x 24" gauge straps with 1/4'%x3" lag
bolts attached directly to the framing per CPC 508.2. 2'-" 4
Water heater, heating or cooling equipment capable of igniting
flammable vapors will require 2 mnimum 18" high platform
from source of ignition per CPC 508.14(1) and CMC 308.1.
D
In showers and tub shower combinations, control valves must DOUN 2'-&
be pressure balanced or thermostatic mixing valves per 6'-12"
CPC sec. 410.7. -2n
New water heater to be:
PROPOSED RINNAI INTERIOR USE LPG TANKLESS WATER ATTIC ATTIC
5.3 GPM MAX. HOT WATER CAPACITY AT 35 RISE. (SIMILAR
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