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I—ﬁ' openings shall be flashed n such a manner as to make them 3.14. Permanent vaccum breakers shall be included w/ all new
Il 'lDE55||GN NOTES: Jb . o ; weatherproof per 2007 CBC sec. 1405.2 hose bibbs.
. 1. Sleeping rooms and basements must have an exterior egress ! 1
g K I.9. For all handrails use 42" high protective railing with 4 3.1. Provde 4" dia. dryer vent to outside air, max. lenght 1 4' w/ 2 3. 15 Frovide uitra low flush tollets.
openings per 2007 CBC sec. 1013.2 and 1013.3. 3.1 6. Attic/underfloor ventiation must comply with section 1 203.2
- 5.7 sqg.it. min. net clear openable area (5 sq.ft. for grade-level I.10. All deck areas to slope |/4:12 for water drainage purposes. 3.2. Provide 30" x 30" attic access n hallway or other accessible of the 2007 CBC.
3.3. Provide unobstructed passageway min. 24" wide, max. 20' long
2.1. New water closets shall use no more than 1.6 gallons per flush to 30" platform @ furnace (when in attic) constructed of solid
& shall meet performance standards established by the
american national standards institute standards Al |.19.2 H & 3.4. Provide upper and lower combustion air for F.A.U.
CPC sec. 402.1. All existing water closets to comply. 3.5. Combustion air and return air must be separated by min. 10"
I.2. Fireplaces wigas log lighters are required to have the flue 3.6. Provide accessible gas shut off valve within 3' of all gas
damper permanently fixed in the open position and fireplaces | £ th
w/ lpg log lighters are to have no pit or sump configurations. # bottom 1/5 © tf (;/?,r]k’;z”r' ¢ th 1/4%3" | 3.7. The discharge pont for all bathroom exhaust air shall be at
Per CMC sec. 304.7. usmg a minmum © x gavge straps wi X249 least 3' min. from any opening which allows air entry into
I.3. For drywall application, provide 5/8" type X gyp. brd. floor to 2.3. Water heater, heating or cooling equipment capable of igniting 3.8. Ductless fans may not be used in bathrooms w/ a tub and or
roof sheathing at walls and celling located between garage & flammable vapors will require a minimum 18" high platform
living area and under stairs where storage occurs. Provide 3.9. Gas vents and non-combustible piping in walls, passing through
Waterproof Gyp. brd. at all tubs and showers. 54 Insh d tub sh binat trol val ‘ three floors or less, shall be effectively draft stopped at each
[.4. All new glazing (fenestrations) will be installed with a certifying - N SNoWErs and b shower combnations, control valves mus
label attached, showing the "U" value.
I.5. All windows and sliding glass doors to be dual glazed unless 3.1 |. State Health and safety Code Sec. |1 792 1.9 bans the use of
otherwise noted. chlorinated Polyvinyl Chloride (CPVC) and crosslinked polyethelyn
I.6. All windows to have a min. "U" value. (PEX) for interior water supply piping.
1.7, All ch toh k t 200
7 CB(C; 1mn6y25882 ave approved spark arrresters per 7 3.12. Provide faucets w/ a max. flow of 2.2 gallons per minute (GPM) D SROVIDE CLINCH-ON BULLNOSE 3/4" RADIUS AT ALL CORNERS
sec. : 3.13. Provide shower heads w/ a max. of 2.5 gallons per minute (GPM)
[.8. All weather exposed surfaces shall have a weather resistant

barrier to protect the interior wall covering and all exterior




