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openings per 2007 CBC sec. 1013.2 and 1013.3.
I.10. All deck areas to slope 1/4:12 for water dranage purposes.

3.1. Provide 4" dia. dryer vent to outside air, max. lenght 14" w/ 2

3.2.
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PROPOSED MAIN FLOOR PLAN

SCALE: 1/4"=1'-2"

Provide 30" x 30" attic access in hallway or other accessible

. Provide unobstructed passageway min. 24" wide, max. 20' long

to 30" platform @ furnace (when in attic) constructed of solid

. Provide upper and lower combustion air for F.A.U.
. Combustion air and return air must be separated by min. 10"
. Provide accessible gas shut off valve within 3' of all gas
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3.1 1. State Health and safety Code Sec. 1792 1.9 bans the use of
I.1. All sleeping rooms to have an exterior door or egress window chlorinated Polyvinyl Chloride (CPVC) and crosslinked polyethelyn
w/max. 44" sill ht. 5.7 sq.ft. min. openable area. W/24" net (PEX) for interior water supply piping.
Provide faucets w/ a max. flow of 2.2 gallons per minute (GFM)
I.2. Fireplaces w/gas log lighters are required to have the flue Provide shower heads w/ a max. of 2.5 gallons per minute (GPM)
Permanent vaccum breakers shall be included w/ all new
W Ipg log lignte hose bibbs.
_all
UPFER ISLAND COUNTER A . Provide ultra low flush toillets.
%’?ﬁ TO MATCH . Attic/underfloor ventilation must comply with section | 203.2
CHEN COUNTERS of the 2007 CBC.
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CBC sec. 2802.
—y I.&. All weather exposed surfaces shall have a weather resistant
Nggg}ggggggﬁ barrier to protect the interior wall covering and all exterior
6" AT HIGHEST POINT openings shall be flashed in such a manner as to make them
weatherproof per 2007 CBC sec. 1405.2
I.9. For all handralls use 42" high protective railing with 4"




